
Introduction:
Boreway Professional Laser Welded Diamond Saw Blade Cutting
Disc can be used for cutting hard material, reinforced concrete, hard granite, hard brick
ect. 12MM segment height provide much longer life, New Technology in diamond array, its
3D distribution guarantees sufficient use of each diamond particle. More efficient, fast and
stable in cutting.

Features:
1. Fast & easy cutting and long working life；
2. Very less or no chips, perfect performance；
3. Laser welding and high frequency welding saw blades is available;
4. Dry cutting, Laser welding provide best welding strength avoid segment-off.
 
Specification: 
Diameter 12"/304MM, Bore 25.4MM, Diamond height 12MM, Segment
thickness 3.0MM
Diameter 14"/354MM, Bore 25.4MM, Diamond height 12MM, Segment
thickness 3.2MM
Diameter 16"/414MM, Bore 25.4MM, Diamond height 12MM, Segment
thickness 3.2MM

Other or special specification can be ordered by customers.

Other avaiable size are: 4.5" 5" 7" 9" 

Pictures: 
Professional Laser Welded Diamond Saw Blade Cutting Disc in 3different sizes





12inch/304MM Professional Laser Welded Diamond Saw Blade Cutting Disc



14inch/354MM Professional Laser Welded Diamond Saw Blade Cutting Disc



16inch/354MM Professional Laser Welded Diamond Saw Blade Cutting Disc



If you want to know more diamond saw blade,please click here Stone Cutting T
ools

Packing & Delivery:
1. Tools packing in carton cases;
2. When tools are in large quantities, they are packing in wooden cases.

https://www.diamondtools.top/products/Stone-Cutting-Tools.htm
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https://www.diamondtools.top/products/Stone-Cutting-Tools.htm
https://www.diamondtools.top/products/Stone-Cutting-Tools.htm


Kindly Noted: 
When place order for saw blades please inform the following: 
  Diameter (Inch or mm)
  Inner Hole Size (Inch or mm)
  Installation hole (If, need drawing)
  Silent or None Silent Saw Blade
  Segment No. (how many pcs segment per blade)
  Segment Size (L x W x H, if possible please inform Steel Core Thickness)
  Use of saw blade (For Granite, or marble, or limestone, or Sandstone. or other material)
 Expected Shipping Date
  Special Requirements (If) 

Contact Us: 
Fujian Nanan Boreway Machinery Co.,Ltd.
Address: Huahui Center 605, Shuitou Town,Quanzhou, Fujian, China.
Post Code: 362342
Tel.: 0086-595-86990206
Fax: 0086-595-86990220
Sales: Ally Huang
Mobile/WhatsApp: 0086-13559599186
Wechat: boreway05
Skype: boreway05
Facebook: 13559599186



E-mail: boreway05@boreway.net
Website: http://www.diamondtools.top


