
Product Description:
Brief Introduction:
Boreway high-strength diamond tuck point blade for concrete is used for correcting the
bricks, wall slot for high-strength concrete, green concrete, stone, cracks between the blocks,
sandstone, this high-strength sheet suitable for angle machines, tuck pointing machines, tuck
pointing machine for roads.
Features:
1* Universal wet cutting tuck point blades.
2* Higher cutting and long service life.
3* Fast and smooth cutting,high performance.
4* High efficiency and universality
5* Long lifespan and reasonable price
6* Normal and silent blade are available
All of our products have been strictly tested before access to market.
Other specifications can be customized according to requirements.
Details:

Specification of diamond ring saw for cutting reinforced concrete:

 Diameter ( mm )  Segment width ( mm )  Segment weight ( mm )  Inner hole
105  6.4 7/8/10/12.7

15.8mm ( 5/8 inch )
22.23mm (7/8 inch

)

 115  6.4  7/8/10/12.7
 125  6.4  7/8/10/12.7
 150  6.4  7/8/10/12.7
 180  6.4  7/8/10/12.7
 200  6.4  7/8/10/12.7
 230  6.4  7/8/10/12.7

Note:
Other specification can be customized according to demand.
Pictures:
The following shows are only part of diamond tuck point blades,
if you want to know more details,please contact us.
BW-TP diamond tuck point blades for concrete and stone



  

  



Packing & Shipping:

Diamond tuck point blades packing in the carton.
We can also pack the diamond tuck point blades according to your requirements.
Special specifications need to be negotiated for delivery times.
Contact Us:

Fujian Nanan Boreway Machinery Co.,Ltd. 
Address: Huahui Center 605, Shuitou Town,Quanzhou, Fujian, China
Post Code: 362342
TEL: (+86)595-86990206/(+86)18250633812
FAX: (+86)595-86990220
WhatsApp:+86-18359335376
Facebook:ChoisDong
Email:boreway05@boreway.net

mailto:boreway05@boreway.net.html

